INTERIOR OIL BASED WOODSTAIN^
06^
Featuring 5 addi|io/al decorator colors

ZAR Oil-Based Wood Stain wipes on like furniture polish to
stain and seal in one quick, easy application. It gives wood a
natural range of color and enhances the wood grain. ZAR’s
“Controlled Penetration” assures a uniform color tone without
streaks or lap marks.

Selection
ZAR® OIL BASED
WOOD STAIN

OAK

• Superior Coverage
• Wipes on easily with a cloth
• Controlled Penetration

PINE
124 ROSEWOOD

129 AMBER VARNISH

126 CHESTNUT

138 SPANISH OAK

127 GOLDEN OAK

139 COASTAL BOARDS

128 EARLY AMERICAN

140 MERLOT

OAK
OAK
PINE
PINE
110 SALEM MAPLE

117 HONEY MAPLE

OAK
OAK
PINE
PINE
111 WALNUT

118 DARK MAHOGANY

OAK

OAK
PINE
PINE
113 FRUITWOOD

Decorator Colors*

119 MOCHA

OAK

OAK

PINE

PINE
114 PROVINCIAL

120 TEAK NATURAL

OAK

OAK

PINE

PINE
115 MODERN WALNUT

121 BLACK ONYX

109 COLONIAL PINE*

135 CHARCOAL*

122 MEDITERRANEAN*

137 WHITE OAK*

OAK

OAK

145 Tint Base
169 Low VOC Tint Base
Available for custom
coloring.

PINE

PINE
116 CHERRY

123 MOORISH TEAK

125 BLACK WALNUT*
* Available in quart size only.

All chips have been
reproduced as accurately as
possible in process color
lithography.

The Wipe-On Stafn/hat's so easy to use!

Create a beautiful, rich finish
by following these simple
steps for staining.
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Test the color of the stain on a hidden area, or on a
scrap piece of the wood you intend to stain. Always
stirZAR Wood Stain thoroughly before and during use.
Use a clean lint-free cloth (like an old T-shirt), slowly
apply an even coat of stain, working It into the wood
in the direction of the grain. Use another clean cloth to
wipe off excess stain.
Allow the stain to penetrate into the wood. ZAR's
j
"Controlled Penetration" gives you plenty of time to •
wipe out streaks and lap marks. The amount of stain
[
you wipe off will determine the final wood tone. If you t
want a darker appearance you want to leave more
the stain on. Follow the product label for dry time,
not allow excess stain to dry on the wood.
To darken the color, apply a second coat, using the
same process as the first coat.

y
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Allow to dry thoroughly in a dust-free area. Now your
project is ready for a protective finish with ZAR
Polyurethane.

DANGER! Rags, steel wool or waste soaked with ZAR Wood Stain may spontaneously
catch fire if improperly discarded. Immediately after use, place rags, steel wool or
waste In a sealed water-filled metal container.

For Professional Results
F i n i s h w i t h ZAR* Polyurethane!
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